
IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] 13560404.02
[TESTLAB] UL Verification Services Inc.
[ISSUEDATE] 3/4/2021
[MANUFAC] JUSTICE DESIGN GROUP L L C
[LUMCAT] FAL-8995
[LUMINAIRE] Circular metal housing and resin lens
[LAMP] White LED array
[BALLAST] Internal
[OTHER] 25.1 C, 120.059 V, 0.190698 A, 21.3012 W, 0.930386 PF, 59.9891
[MORE]  Hz
[OTHER] This test was performed using the calibrated photodetector met
[MORE] hod of absolute photometry.

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 641
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 30
Total Luminaire Watts 21.3012
Ballast Factor 1.00
CIE Type Direct
Spacing Criterion (0-180) 1.34
Spacing Criterion (90-270) 1.34
Spacing Criterion (Diagonal) 1.48
Basic Luminous Shape Circular w/ Sides
Luminous Length (0-180) 1.17 ft (Diameter)
Luminous Width (90-270) 1.17 ft (Diameter)
Luminous Height 0.25 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 1449 1449 1449
55 1373 1373 1373
65 1285 1285 1285
75 1173 1173 1173
85 1072 1072 1072
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

CANDELA TABULATION

 0
0.0 171.864
0.5 171.696
1.0 171.696
1.5 171.528
2.0 171.528
2.5 171.528
3.0 171.276
3.5 171.528
4.0 171.612
4.5 171.444
5.0 171.024
5.5 171.108
6.0 171.360
6.5 170.856
7.0 170.856
7.5 171.528
8.0 170.940
8.5 170.520
9.0 170.856
9.5 170.940
10.0 170.436
10.5 170.184
11.0 170.352
11.5 170.352
12.0 170.100
12.5 169.932
13.0 169.764
13.5 169.764
14.0 169.764
14.5 169.092
15.0 169.260
15.5 169.176
16.0 168.924
16.5 168.252
17.0 168.504
17.5 168.588
18.0 168.000
18.5 167.496
19.0 167.328
19.5 166.824
20.0 166.320
20.5 166.068
21.0 165.732
21.5 165.312
22.0 164.808
22.5 164.304
23.0 163.968
23.5 163.296
24.0 162.792
24.5 161.784
25.0 160.944
25.5 160.608
26.0 160.104
26.5 159.432
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

CANDELA TABULATION - (Cont.)

27.0 158.592
27.5 157.668
28.0 157.416
28.5 156.912
29.0 155.736
29.5 155.232
30.0 154.476
30.5 153.972
31.0 153.468
31.5 152.712
32.0 151.788
32.5 151.116
33.0 150.780
33.5 149.436
34.0 148.596
34.5 148.680
35.0 147.840
35.5 146.412
36.0 145.656
36.5 145.068
37.0 144.228
37.5 143.304
38.0 142.380
38.5 141.372
39.0 140.784
39.5 139.608
40.0 138.684
40.5 138.096
41.0 137.172
41.5 135.996
42.0 135.240
42.5 134.400
43.0 132.972
43.5 132.384
44.0 131.460
44.5 130.704
45.0 129.696
45.5 128.436
46.0 127.764
46.5 127.008
47.0 125.832
47.5 124.824
48.0 123.648
48.5 122.724
49.0 121.716
49.5 120.708
50.0 119.700
50.5 118.608
51.0 118.020
51.5 116.844
52.0 115.584
52.5 114.324
53.0 113.316
53.5 112.140
54.0 111.048
54.5 109.788
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

CANDELA TABULATION - (Cont.)

55.0 108.864
55.5 107.520
56.0 106.344
56.5 105.168
57.0 104.160
57.5 103.068
58.0 101.892
58.5 100.884
59.0 99.624
59.5 98.616
60.0 97.188
60.5 96.180
61.0 95.004
61.5 93.828
62.0 92.652
62.5 91.392
63.0 90.048
63.5 88.872
64.0 87.696
64.5 86.604
65.0 85.596
65.5 84.252
66.0 83.101
66.5 81.950
67.0 80.573
67.5 79.195
68.0 78.044
68.5 76.726
69.0 75.625
69.5 74.365
70.0 73.181
70.5 71.996
71.0 70.711
71.5 69.451
72.0 68.233
72.5 67.124
73.0 65.654
73.5 64.546
74.0 63.126
74.5 61.975
75.0 60.950
75.5 59.640
76.0 58.279
76.5 57.095
77.0 55.952
77.5 54.659
78.0 53.357
78.5 52.189
79.0 51.038
79.5 50.081
80.0 48.829
80.5 47.620
81.0 46.502
81.5 45.486
82.0 44.327
82.5 43.218

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 4



IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

CANDELA TABULATION - (Cont.)

83.0 42.202
83.5 41.185
84.0 40.060
84.5 39.144
85.0 38.270
85.5 37.271
86.0 36.397
86.5 35.482
87.0 34.642
87.5 33.718
88.0 32.953
88.5 32.130
89.0 31.256
89.5 30.534
90.0 29.946
90.5 29.341
91.0 28.703
91.5 28.123
92.0 27.510
92.5 26.762
93.0 25.796
93.5 24.704
94.0 23.470
94.5 22.092
95.0 20.622
95.5 19.076
96.0 17.472
96.5 15.742
97.0 13.910
97.5 12.020
98.0 10.139
98.5 8.366
99.0 6.770
99.5 5.284
100.0 3.881
100.5 2.713
101.0 1.848
101.5 1.218
102.0 0.748
102.5 0.412
103.0 0.185
103.5 0.059
104.0 0.000
104.5 0.000
105.0 0.000
105.5 0.000
106.0 0.000
106.5 0.000
107.0 0.000
107.5 0.000
108.0 0.000
108.5 0.000
109.0 0.000
109.5 0.000
110.0 0.000
110.5 0.000
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

CANDELA TABULATION - (Cont.)

111.0 0.000
111.5 0.000
112.0 0.000
112.5 0.000
113.0 0.000
113.5 0.000
114.0 0.000
114.5 0.000
115.0 0.000
115.5 0.000
116.0 0.000
116.5 0.000
117.0 0.000
117.5 0.000
118.0 0.000
118.5 0.000
119.0 0.000
119.5 0.000
120.0 0.000
120.5 0.000
121.0 0.000
121.5 0.000
122.0 0.000
122.5 0.000
123.0 0.000
123.5 0.000
124.0 0.000
124.5 0.000
125.0 0.000
125.5 0.000
126.0 0.000
126.5 0.000
127.0 0.000
127.5 0.000
128.0 0.000
128.5 0.000
129.0 0.000
129.5 0.000
130.0 0.000
130.5 0.000
131.0 0.000
131.5 0.000
132.0 0.000
132.5 0.000
133.0 0.000
133.5 0.000
134.0 0.000
134.5 0.000
135.0 0.000
135.5 0.000
136.0 0.000
136.5 0.000
137.0 0.000
137.5 0.000
138.0 0.000
138.5 0.000
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

CANDELA TABULATION - (Cont.)

139.0 0.000
139.5 0.000
140.0 0.000
140.5 0.000
141.0 0.000
141.5 0.000
142.0 0.000
142.5 0.000
143.0 0.000
143.5 0.000
144.0 0.000
144.5 0.000
145.0 0.000
145.5 0.000
146.0 0.000
146.5 0.000
147.0 0.000
147.5 0.000
148.0 0.000
148.5 0.000
149.0 0.000
149.5 0.000
150.0 0.000
150.5 0.000
151.0 0.000
151.5 0.000
152.0 0.000
152.5 0.000
153.0 0.000
153.5 0.000
154.0 0.000
154.5 0.000
155.0 0.000
155.5 0.000
156.0 0.000
156.5 0.000
157.0 0.000
157.5 0.000
158.0 0.000
158.5 0.000
159.0 0.000
159.5 0.000
160.0 0.000
160.5 0.000
161.0 0.000
161.5 0.000
162.0 0.000
162.5 0.000
163.0 0.000
163.5 0.000
164.0 0.000
164.5 0.000
165.0 0.000
165.5 0.000
166.0 0.000
166.5 0.000
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

CANDELA TABULATION - (Cont.)

167.0 0.000
167.5 0.000
168.0 0.000
168.5 0.000
169.0 0.000
169.5 0.000
170.0 0.000
170.5 0.000
171.0 0.000
171.5 0.000
172.0 0.000
172.5 0.000
173.0 0.000
173.5 0.000
174.0 0.000
174.5 0.000
175.0 0.000
175.5 0.000
176.0 0.000
176.5 0.000
177.0 0.000
177.5 0.000
178.0 0.000
178.5 0.000
179.0 0.000
179.5 0.000
180.0 0.000
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 64.18 N.A. 10.00
0-30 138.55 N.A. 21.60
0-40 230.81 N.A. 36.00
0-60 428.21 N.A. 66.90
0-80 577.03 N.A. 90.10
0-90 619.11 N.A. 96.70
10-90 602.78 N.A. 94.10
20-40 166.63 N.A. 26.00
20-50 266.70 N.A. 41.60
40-70 281.95 N.A. 44.00
60-80 148.83 N.A. 23.20
70-80 64.28 N.A. 10.00
80-90 42.08 N.A. 6.60
90-110 21.41 N.A. 3.30
90-120 21.41 N.A. 3.30
90-130 21.41 N.A. 3.30
90-150 21.41 N.A. 3.30
90-180 21.41 N.A. 3.30
110-180 0.00 N.A. 0.00
0-180 640.53 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 16.33
10-20 47.85
20-30 74.37
30-40 92.26
40-50 100.08
50-60 97.33
60-70 84.55
70-80 64.28
80-90 42.08
90-100 20.92
100-110 0.49
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 118 118 118 118 115 115 115 115 109109109 104104104 99 99 99 97
1 10599 94 89 10297 92 88 92 88 84 87 84 81 83 80 78 75
2 95 85 77 71 92 83 76 70 79 73 67 75 70 65 71 67 63 61
3 86 74 65 58 83 72 64 57 69 61 55 65 59 54 62 57 53 50
4 78 65 55 48 75 63 55 48 60 53 47 58 51 46 55 49 45 42
5 72 58 48 41 69 56 47 41 54 46 40 51 45 39 49 43 38 36
6 66 52 42 35 64 51 42 35 48 40 35 46 39 34 44 38 33 31
7 61 47 38 31 59 46 37 31 44 36 30 42 35 30 40 34 29 27
8 57 43 34 28 55 42 33 27 40 32 27 39 32 27 37 31 26 24
9 53 39 30 25 51 38 30 25 37 29 24 35 29 24 34 28 24 22
10 50 36 28 22 48 35 27 22 34 27 22 33 26 22 32 26 21 19
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : FAL-8995.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50 50 30 70 70 50 50 30
Walls 50 30 50 30 30 50 30 50 30 30
Floor Cavity 20 20 20 20 20 20 20 20 20 20

Room Size UGR Viewed Crosswise UGR Viewed Endwise
X=2H Y=2H 12.1 13.8 12.5 14.1 14.5 12.1 13.8 12.5 14.1 14.5

3H 14.2 15.8 14.7 16.2 16.6 14.2 15.8 14.7 16.2 16.6
4H 15.2 16.6 15.6 17.0 17.5 15.2 16.6 15.6 17.0 17.5
6H 16.0 17.4 16.5 17.8 18.3 16.0 17.4 16.5 17.8 18.3
8H 16.4 17.7 16.9 18.2 18.6 16.4 17.7 16.9 18.2 18.6
12H 16.8 18.0 17.2 18.5 19.0 16.8 18.0 17.2 18.5 19.0

4H 2H 12.8 14.2 13.2 14.6 15.1 12.8 14.2 13.2 14.6 15.1
3H 15.1 16.4 15.6 16.8 17.3 15.1 16.4 15.6 16.8 17.3
4H 16.2 17.4 16.7 17.8 18.3 16.2 17.4 16.7 17.8 18.3
6H 17.2 18.3 17.7 18.8 19.3 17.2 18.3 17.7 18.8 19.3
8H 17.7 18.7 18.2 19.2 19.7 17.7 18.7 18.2 19.2 19.7
12H 18.1 19.0 18.7 19.5 20.1 18.1 19.0 18.7 19.5 20.1

8H 4H 16.6 17.6 17.1 18.1 18.6 16.6 17.6 17.1 18.1 18.6
6H 17.8 18.6 18.3 19.2 19.7 17.8 18.6 18.3 19.2 19.7
8H 18.4 19.1 18.9 19.7 20.2 18.4 19.1 18.9 19.7 20.2
12H 19.0 19.7 19.5 20.2 20.8 19.0 19.7 19.5 20.2 20.8

12H 4H 16.7 17.6 17.2 18.1 18.6 16.7 17.6 17.2 18.1 18.6
6H 18.0 18.7 18.5 19.2 19.8 18.0 18.7 18.5 19.2 19.8
8H 18.6 19.3 19.1 19.8 20.4 18.6 19.3 19.1 19.8 20.4

Maximum UGR = 20.8
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POLAR GRAPH
 

43

86

129

172

1

2

Maximum Candela = 171.864   Located At Horizontal Angle = 0, Vertical Angle = 0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (0) (Through Max. Cd.)
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